
¶ Very good conductivity for RFI shielding 

 

¶ Good environmental sealing properties 

 

¶ Versions  available  for resistance to 

fuels, oils and other organic contami-
nants (Fluorosilicone) 
 

¶ Wide service temperature range 

 

¶ Available with self adhesive backing for 

semi-permanent installations 
 

¶ Available with compression stops incor-

porated within the gasket 
 

¶ Low compression force versions avail-

able 

Information Technology Solutions 

Twinshield is a combination gasket, consisting of a 

knitted wire mesh bonded to a non conductive elas-

tomer strip. The product is available in a variety of 

permutations of mesh and elastomer, to combine ex-

cellent EMI performance, with a dust, environmental, 

or pressure sealing capability.  

 

Monel, TCS, aluminium and stainless steel wire types 

are all available, either with or without an elastomer 

core. When selecting wire type, it is important to con-

sider optimum shielding performance versus galvanic 

compatibility. Either solid mesh or elastomer cored 

mesh can be used to configure in EMI performance, a 

second mesh gasket can be bonded to the other edge 

of the rubber strip.  

 

Both neoprene and silicone rubber may be used in 

sponge or solid form, for the non conductive carrier 

strip. A pressure sensitive self adhesive backing can 

be applied for ease of application.  

 

Twinshield is available in continuous lengths of up to 

10 meters or cut to size. The alternative is for us to 

supply you with custom made ópicture frameô gaskets, 

in accordance with your drawing.  

Typical application include:- 
 

¶ Re-useable gaskets for example lid seals, 

access panels, and doors 
 

¶ Gaskets  in  harsh  environments  such  as 

marine or aviation applications 
 

¶ EMI shielding with environmental sealing 

(IP68 possible) 
 

¶ Larger connector gaskets 

 

¶ Sealing gaskets for shielded vents 

DU R A BL E M A TE R I AL S  

High  physical  strength  reduces 

susceptibility  to damage during 

installation and in service 

 

T E M P E R A T U R E  R E S I S T A N T  

Multishield  has  a  high  operational  

temperature  range  typically  from    

ï65 to +240°C depending on the 

material used. 

 

LO W  C O M P R E S S I O N  FO R C E  

Versions of Twinshield are available 

that are combined with sponge or 

extruded hollow sections that require 

lower compression forces for sealing 
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