
Information Technology Solutions 

Our Vushield shielded or EMI window allows the trans-

mission of light whilst preventing the transmission of 

electromagnetic interference or EMI. Most windows of 

this type consist of a fine woven copper or silver plated 

stainless steel mesh sandwiched or encapsulated 

within a polymer or glass panel. In each case the mesh 

surface has a antireflective finish to improve the view-

ing characteristics of the window  

 

Alternatively, a shielded window can comprise of a 

clear glass or plastic substrate coated with a practically 

transparent, very thin layer of metal, usually silver or 

ITO (indium doped tin oxide). In either case the con-

ductive medium or layer is terminated at the edge 

where the window can be terminated to the enclosure 

either  by  some  form  of  gasket  or  an  electrically 

conductive adhesive.  

A SS E M BL Y S E RV I C E  

Vushield windows can be bonded 

into place using out Acushield CNC 

dispensing technology combined 

with our Bondshield conductive 

adhesives or a non-conductive  

adhesive. 

 

HIGH  CL A R IT Y  S C R EE NS  

There are high clarity windows for 

applications where ultra clear opti-

cal quality is required without the 

loss of  shielding performance. 

 

CU ST O MI S E D SC R E EN S  

We  can  also  provide  shielded 

windows for extreme environments 

such as high pressure windows for 

diving applications or ruggadised 

windows  that  are  resistant  to 

deliberate attempts at damage. 
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Applications  
 

¶ Portable or handheld meters/instruments 

 

¶ Industrial controls 

 

¶ Special purpose laptop computers 

 

¶ Panel mounted displays 

Special purpose polarising or contrast enhance-

ment filters may be incorporated within windows. 

In particular cast windows lend themselves to 

this as the filter may be cast in at the time of 

manufacture 

¶ Available in various materials of your 

choice 
 

¶ Strong, durable and flexible 

 

¶ Shielding performance with good visibility  

 

¶ Available in tints to suit your application 

 

¶ Can be bonded into your housing 

Laminated and machined polycarbonate window incorporating a 
conductive painted busbar and form in place gasket 

Flexible shielded window to allow the use of a mobile phone 
within the shielded enclosure for forensic data analysis 
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